Voila - Exchange 5.5 Without any service packs.  In Exchange 2000, this is where we would find the SMTP option, to allow relaying.  However, with 5.5, we have to go to Connections instead.

[image: image1.png]osoft Exchange Ad
@ e Edt Viow Lo Window Heo

exchange55.com - Protocols]

[_[CIx]
JRETES]

- | — A TR A

[ Modiied

/3703 259PM

@ Canon Display Neme -
ddhess Book Views B3 FTTP (Web) ot Setings.
Folders %5 IHAPA (1) e Defas
B0 Global AcdressLit %5 LDAP Directay) Site Defauls
- exchange55.com Y5 NNTP (News) Site Defaus
@ Configuraion 5 POPS (i) Sie Defauls
(@ Addins
o Addressing

@ Cornectons
W) Diectoy Repicatin

Monirs
1
5] Severs

Fecpients

1/3/03 259PM
1/3/03 259PM
1/3/03 259PM
1/3/03 259PM

|5 Object(s) Wl

1003AM





After we have clicked on Connections, we need to install the Internet Mail Service (IMS).
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Generic type Install Wizard.  Click Next.
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When you are finished, Click on Finish.

After it is installed, we need to get into the Properties of the newly installed IMS. (Double Click).
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If you haven't installed at least Service Pack 3, this is the screen you will see.  This means that you need to upgrade, because you won't have the Routing Restrictions tab.
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If you have Service Pack 3 or greater, this is the Screen that you need.  Click on the Routing Restrictions Tab.
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We need to check the Hosts and clients box, and then click Add.
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Add the IP of the I-Based machine:
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And Voila!  This is what we are looking for.  Of course, you will use your own IP here:
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